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1- All models of rain curtains

String Water Curtains
Row of nozzle 1 / 2 Number of nozzles 

Length 25 / 50 / 100 / 200 cm
SWC-1L 07N 025

1-2 Identification Codes

 SWC-1L
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2-  Technical Detailes:

Figure 2-1-1

2-1   SWC Unit  Dimensions:

TECHNICAL DETAILES: SWING WATER CURTAIN UNITS

TYPE
SWC-1L SWC-2L

7N.25 15N.50 30N.100 60N.200 13N.25 29N.50 59N.100 119N.200

Row of nozzles 1 line 2 line
Nomber of nozzle 7 15 30 60 13 29 59 119

Dimensions (mm)

A 246 510 1005 1995 246 510 1005 1995
B 261 525 1020 2010 261 525 1020 2010
C 234 498 993 1983 234 498 993 1983
D 198 462 957 1947 198 462 957 1947
E 145 165

F 125 145

G 115 130

Nozzle diameter (mm) 4 4

Distance between
Nozzle (mm) X33 X33 - Y33

Connection size (inch) 1x1" 1x1" 1x1" 2x1" 1x1" 1x1" 1x1" 2x1"

Flow demand  (m3/hr) / (Each 
nozzle consumes 40  ( Litr/hr )) 0.3 0.6 1.2 2.4 0.52 1.1 2.4 4.8

Pressure Drop (bar) 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

Material Stainless steel.304 Stainless steel.304

Weight (kg) 3.5 5.0 8.0 12 4.0 6.0 10 15

Order code SWC-1L       
7N 25

SWC-1L        
15N 50

SWC-1L         
30N 100

SWC-1L           
60N 200

SWC-2L                
26N 25

SWC-2L    
29N 50

SWC-2L    
59N 100

SWC-2L     
119N 200
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Figure 2-3-1

2-2 Spacer Bar Dimensions:

Figure 2-2-1

2-3 Bracket Dimensions:

TECHNICAL DETAILES: 36 04-SPACER BAR

TYPE
SWCB-1L SWCB-2L

7N.25 15N.50 30N.100 60N.200 13N.25 29N.50 59N.100 119N.200

Row of nozzles 1 line 2 line
Nomber of nozzle 7 15 30 60 13 29 59 119

Dimensions (mm)

H 236 500 995 1985 236 500 995 1985
I 186 450 945 1935 186 450 945 1935
J 140 175
K 120 155
L 100 135

Distance between
Nozzle (mm) X33 X33 - Y33

Material Stainless steel.304 Stainless steel.304

Weight (kg) 0.8 1.6 3.2 6.5 1.0 2.0 4.0 7.0

Order code SWCB-1L     
25

SWCB-1L    
50

SWCB-1L 
100

SWCB-1L 
200

SWCB-2L      
25

SWCB-2L     
50

SWCB-2L 
100

SWCB-2L 
200
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3-    Equipments installation sample diagram
For better performance fountain, we suggest using other equipment such as pump, cartridge filter, UV 
filter and other equipment as shown in the figure 5-1.

ITEM 
NO EQUIPMENTS

1 String Water Curtain      
(SWC-1L.30N.100)

2 Water Tank
3 Pool Pump
4 Cartridge Filter
5 UV Filter
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Example : By combining units of 25, 50, and 100 cm (Figure 4-2), you can create other sizes of 75, 125, 
150, 175, 200, 225 cm and more (Figure 4-3).

(25+50=75cm)
(25+100=125cm)
(50+100=150cm)
(100+25+50=175cm)
(100+100=200cm)
(100+100+25=225cm)
..
...
And other sizes....

Figure 4-2

Figure 4-1

You can add multiple units to another and create a different length piece (Figure 4-1).

4-  Combine SWC units
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Install on the wall

Figure 5-3

70 mm Move adjustable in vertical direction

Figure 5-2

50 mm Move adjustable in Horizontal direction

Figure 5-4

Figure 5-1

 Install on the ceilings:

5-  Install SWC unit on the wall and ceiling
You can install the device on the ceiling or wall by the holder. Note the following figures 5-1, 5-2, 5-3 and 5-4.
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6- Setup steps / Assembly unit
Figure 6-1: Install SWC unit  by  the bracket on the wall or ceiling.
Figure 6-2: Remove the nozzle from the SWC package
Figure 6-3: Pass the polyester string from inside a nozzle.. 
Figure 6-4: Fix the polyester string and nozzle by a ring.D10
Figure 6-5: Install the nozzle attached to the String onto the SWC Unit
Figure 6-6: Cut the string according to the size you want. Pass the polyester string from inside a weight.
Figure 6-7: Install the weight to the end of polyester string by a ring.D10
Figure 6-8: Place the dangling weight inside the spacerbar
Figure 6-9: Repeat these steps for other nozzles

String
Polyester

String Nozzle
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7-  Maintenance / Cleaning

7-1.   Cleaning the SWC Unit

Loosen the Screws (Poa .1), (pos.2) •
Remove the Gup (pos.3)•
Remove the Gasket (pos.4)•
Repeat this procedure on the other side•
Wash the inside of the unit with water flow•

Important instruction:
The maintenance and cleaning of the machine should be carried out by technical 
personnel

7-2.   Cleaning nozzles and string

Loosen the nozzle (Pos .11)•
Clean and rinse the nozzle and Polyester string •
(Pos .12)
Also you can replace  old  polyester string with a •
new one (Pos.12) (Pos .13)
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8-  Scope of delivery
Product name: SWC1L-30N-100

9-  Explod / Part number
Product name: SWC1L-30N-100

ITEM 
NO. PART NUMBER
1 SWC-1L 30N 100
2 Gasket
3 Gup

4 Hex screw M8x20 16pcs 

5 Hex nut M8 , 16pcs
6 Bracket
7 Hex screw M12x25
8 Hex nut, M12 
9 String Nozzle
10 string
11 Ring D.10mm

12  Weight 20x100

13 Spacer Bar-StringWater 
Curtain

ITEM   
NO. Delivery Parts 1L      

25
1L      
50

1L      
100

1L      
200

2L      
25

2L      
50

2L      
100

2L      
200

1 String water 
curtain unit 1 1 1 1 1 1 1 1

2 String / Meter 30 60 120 240 60 120 240 480

3 Weight 7 15 30 60 13 29 59 119

3  Ring.D10mm 14 30 60 120 26 60 120 240

4 Spacer bar 1 1 1 1 1 1 1 1

5 Accessories box 1 1 1 1 1 1 1 1

6 Bracket 2 2 2 2 2 2 2 2

7 Operating 
instruction book 1 1 1 1 1 1 1 1
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