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1- All models of rain curtains

RC-3LRC-2LRC-1L

1-2 Identification Codes

RC-1L 07N 025

Rain Curtains
Row of nozzle 1 / 2 / 3 Number of nozzles 

Length 25 / 50 / 100 / 200 cm
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2-  Technical Detailes:
2-1   RC Unit  Dimensions:

Figure 2-1

TECHNICAL DETAILES:  OF RC UNITS

TYPE
RC-1L RC-2L RC-3L

8N.25 16N.50 33N.100 66N.200 15N.25 31N.50 65N.100 131N.200 23N.25 47N.50 98N.100 197N.200

Row of nozzles 1 line 2 line 3 line
Nomber of nozzle 8 16 33 66 15 31 65 131 23 47 98 197

Dimensions 
(mm)

A 250 490 1000 1992 250 490 1000 1992 250 490 1000 1992
B 270 520 1020 2010 270 520 1020 2010 270 520 1020 2010
C 240 480 990 1980 240 480 990 1980 240 480 990 1980
D 210 450 960 1950 210 450 960 1950 210 450 960 1950
E 95 115 130
F 125 125 145
G 145 145 165

Nozzle diameter (mm) 4 4 4

Distance between
Nozzle (mm) 30 X30 - Y20 X30 - Y20

Connection size (inch) 1" 1" 1" 2X1" 1" 1" 1" 2X1" 1" 1" 1" 2X1"

Flow (m3/hr) 0.5 1.0 2.0 4.0 1.0 2.0 4.0 8.0 1.5 3.0 6.0 12.0

Pressure Drop (bar) 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1

Material Stainless steel.304

Weight (kg) 3.0 4.0 6.0 10.0 3.2 4.5 7.0 12.0 4.2 5.5 8.0 14.0

Order code RC-1L     
8N 25

RC-1L     
16N 50

RC-1L     
33N 100

RC-1L    
66N 200

RC-2L    
15N 25

RC-2L    
31N 50

RC-2L    
65N 100

RC-2L     
131N 200

RC-3L    
23N 25

RC-3L    
47N 50

RC-3L    
98N 100

RC-3L 
197N 200
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Install on the wall

Figure 3-3

 Install on the ceilings:

Figure 3-1

70 m
m

70 mm Move adjustable in vertical direction

Figure 3-2

50
mm

50 mm Move adjustable in Horizontal direction

Figure 3-4

3-  Install the Unit on the wall and ceiling
You can install the device on the ceiling or wall by the holder. Note the following figures 3-1, 3-2, 3-3 and 3-4.

www.gsofountain.comPage 4 OF 8



F.N:  60-RC-Operating Instruction.EN

 50
cm 

 25
cm 

 10
00

cm 
 15

0c
m 

 75
cm 

 17
5c

m 

Example : By combining units of 25, 50, 100 and 200 cm (Figure 4-2), you can create other sizes of 75, 125, 
150, 175 cm and more (Figure 4-3).

(25+50=75cm)
(25+100=125cm)
(50+100=150cm)
(100+25+50=175cm)
(200+25=225cm)
(200+50=275cm)
(200+100=300cm)
..
...
And other sizes....

Figure 4-3

Figure 4-1

You can add multiple units to another and create a different length piece (Figure 4-1).
4-  Combine units
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5-  Installation sample diagram
For better performance fountain, we suggest using other equipment such as pump, cartridge filter, UV filter and 
other equipment as shown in the figure 5-1.

ITEM 
NO EGUIPMENTS

1 Rine Curtain Unit 
RC1L.33N.100

2 Water Tank
3 Pump
4 Cartridge Filter
5 UV Filter
6 Anti-Splash
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Figure 6-2

6-  Maintenance / Cleaning

Cleaning the unit1.

Loosen the Screws (Poa .1), (pos.2) •
Remove the Gup (pos.3)•
Remove the Gasket (pos.4)•
Repeat this procedure on the other side•
Wash the inside of the unit with water flow•

Cleaning nozzles2.

Loosen the nut (Pos .11)•
Remove nozzles (Pos .11), (Pos .12)•
Clean and rinse the nozzle (Pos .12), (Pos .13)•

Important instruction:
The maintenance and cleaning of the machine 
should be carried out by technical personnel
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8-  Explod / Part number
Product name: RC1L-8N-25

7-   Scope of delivery
Product name: RC3L-98N-100

ITEM     
NO. Delivery Parts Qty

1 OPERATING BOOK 1

2 Rain Curtain Unit 1

3 Bracket 2

4 Accessories box 1

17 B18.2.4.2M - Hex nut, Style 2,  M8 x 
1.25 --D-N 16

ITEM 
NO. PART NUMBER
1 Square Profile 
2 Stabilizer
3 Coupler-Half DN25
4 Hook
5 Gasket
6 Gup
7 Screw M8x20 Hex16 pcs
9 comet t4

12 B18.2.4.2M - Hex nut, Style 
2,  M8 x 1.25 --D-N

www.gsofountain.comPage 8 OF 8


	Manual
	Drawing View148

	1-RC-MODEL
	Drawing View127
	Drawing View128
	Drawing View129
	Drawing View130
	Drawing View131
	Drawing View132
	Drawing View133
	Drawing View134
	Drawing View135
	Drawing View136
	Drawing View137
	Drawing View138

	2-  TECHNICAL DETAILES
	Drawing View144
	Drawing View145
	Drawing View146

	3-  Install the Unit 
	Drawing View61
	Drawing View66
	Drawing View93
	Alternate Position2
	Alternate Position3
	Drawing View95
	Alternate Position4

	4-  Combine units
	Drawing View35
	Drawing View36

	5-  Installation sample diagra
	Drawing View60

	6-  Maintenance
	Drawing View99
	Detail View G (1 : 3)
	Drawing View102
	Detail View I (2 : 3.5)

	7-Delivery-8- Part Numb
	Drawing View139
	Drawing View140


