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Comet nozzles 6T-20T

The “GSO Comet” High Jet Nozzle
is Special Nozzle that is used to
achieve greater Fountain Height,
preferred in Floating and lake
fountains.
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Comet Nozzle 6T-20T

These nozzles are usually
arranged in a group. All sizes
have a ball joint with which the
jet can be pivoted up to 20°
from the vertical plane. This
feature makes it possible to
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0] : : TYPE 12-6T 20-8T 20- 10T
generate interesting  water
48 0.06 9.5 0.07 15.5 0.08
-
o | Description: B o W 5w e i
. ; : . m . . . . . .
O Lgrge -Medlum & small sized 8.7 0.15 14.9 0.16 753 0.18
a4 single-jet nozzles 9.9 018 170 018 283 020
ol * Clear wind-stable full jet 111 0.21 18.8 0.20 31.0 0.25
>= - Can be implemented as a 12.1 0.25 205 0.24 334 0.28
Z single fountain or in groups _.- 122 8-2(2) ;2‘1‘ gg; Zzg g-ii
< + Extensive design versatility : . ' ' : : : '
N ; 28.5 0.47 456 0.52
. Water-leve[ independent 200 [m] | 30.7 0.54 49.0 0.60
= | - With flow director 552 076
@8 - Fountain heights 0.5 m to NN 60.8 0.92
&N  14m
@) - 20° vertically pivoting ball 800 -
N joint. 1000 m
@) 11.00 m
12.00 m
13.00 m
14.00 m
Material Brass /z » Brass /z » Brass /z »

weight [ke]

Comet 12-6T Comet 20-8T Comet 20-10T




